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Water bearing adhesive connection tape with high adhesion strength

Watertight adhesive tape with high adhesion for creating window sills, for 
joining wood-based panels to smooth mineral surfaces, to stick sub-roof 
panels one below the other (e.g. in grooves and transitions) and to bond 
these to adjoining structural elements.

  Protects structural elements from water ingress: watertight and blocks rising damp 

  Extremely high adhesion even to slightly damp and cold surfaces

  Very elastic carrier foil with particularly low restoring forces: it can be   

 flexibly adapted to surfaces and corners

  Bonds to mineral substrates

  Seals nail holes
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Further information about application 
and construction is given in the pro clima 
planning documentation and application 
recommendations.

The information provided here is based on practical experience and the current state of knowledge. We reserve the right to make changes to the 

recommendations given or to make alterations due to technical developments and associated improvements in the quality of our products. We 

would be happy to inform you of the current technical state of the art at the time you use our products.

If you have any questions, please call the pro 

clima technical hotline Ireland and UK:

  +353 46 9432104
 +353 46 9432435

info@ecologicalbuildingsystems.com

MOLL 

bauökologische Produkte GmbH

Rheintalstraße 35 - 43 

D-68723 Schwetzingen

Germany
  +49 (0) 62 02 - 27 82.0

 +49 (0) 62 02 - 27 82.21

info@proclima.com

Water bearing adhesive connection tape with high adhesion strength

Delivery Form:

Art.-Nr. EAN length width PU PU/Pal. weight (kg/PU)

14134 4026639141347 20 m 15 cm 2 60 11.5 kg

14135 4026639141354 20 m 20 cm 2 42 15.5 kg

14732 4026639147325 20 m 30 cm 1 60 11.5 kg
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Technical data:
Characteristic Regulation Value

Backing Elastic PE carrier film

Material Butyl rubber modified with acrylate

Separation layer Silicone-coated PE film

Colour Butyl rubber: grey, film: black

Mass per unit area DIN EN 1849-2 About 1.9 kg/m²

Thickness DIN EN 1849-2 About 1.1 mm

Temperature resistance Permanently -20 °C/-4 °F to +80 °C/176 °F

Application temperature +5 °C/41 °F to +35 °C/95 °F; frost free nights

Storage Cool and dry

Cut back horizontal excess from the tape to 15 mm 
using a spacer allowing the tape to later take hold 
above the plaster.

Cut off excess tape on the vertical soffits with front 
edge flush with the hard fibrous insulating board.

Finished lower window sill made of EXTOSEAL ENCORS. The plaste-
rer to follow sticks the plaster strip to the overhanging tape section. 
Final protection of soffit provided by installation of a window sill.
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Install the window sillCut off vertical excess Cut off horizontal excess

Measure the tape (width of opening + 2x 20 cm) 
and cut to size. In stages, remove the narrow 
release paper gradually and glue to the frame in the 
window sill recess in stages.

Fold the tape into the corners of the soffit approx. 20 
cm high, also glue it to the frame.

Piece by piece, release the middle release paper and 
gradually glue the tape in the soffit. While doing so, guide 
the tape exactly into the corners. Afterwards, press tape 
firmly.

Fold up in the soffit Tape in the soffit
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Tape to the frame


